VT E ° VAL-TECH

TorgPlus™ Electric Actuators @ MODEL EM-300

Jorque 150 IN/LB - 600 IN/LB

The Engineered Solution

Bettis TorqPlus quality line of electric actuators are Operating terperatures:

designed for quarter turn applications — ball, butterfly -40° F with standard heater activated to +140°F

and plug valves; dampers; vents and similar uses. Single phase capacitor run motor with thermal

TorgPlus actuators are manufactured in a wide range of overload protection

guaranteed output torques and operating speeds to fit Internal motor brake on 4 and 10 second units

your specific requirements. Endosure certified to weatherproof C.S.A. specifi-
y cations that conform to NEMA type 1, 2, 3,

The Model EM-300 actuators combine compactness R, 4, 4% & 12

with ranual override capability and an extensive array
of available options for a broad spectrum of applications.

Two single pole double throw travel-stop limit
switches with adjustable cams

Declutchable manual override with position
indicator

Dual 1/2-inch NPT conduit entrance
Operational in any mounting orientation.
Weight: 11 to 12 Ibs

OPTIONAL FEATURES

75% or 100% extended duty cyde motors
Electromechanical brake for 15 second and 30
second units
Standard 1KQ potentiometer. Other ranges pro-
vided upon request.
Relay control
Electronic proportional positioner for 4-20 mA,
1-5 VDG, or 0-10 VDC control input and 4-20mA
output signal
Optional voltages

230 VAC 5060 Hz single phase

12/24 VDC

24 VAC
Maxirmurn of four additional auxiliary single
pole double throw auxiliary limit switches with
adjustable cams.
Handwheel
Canadian Standards Association general purpose

STANDARD FEATURES for electrical certification available under file

#LR90062
G year At Dual purpose weatherproof and explosion-proof
Heater and thermostatinstalled in all actuators prtp P e P

2 endosures are certified by Canadian Standards
Case hardened steel spur gear trainis permanently i ST
libricated Assodation for services: Class | Groups C,D,

indenetccall invadiate Division I; Class Il Groups E,F,G Division | that

Fernale DINJISO FO4 output drive and bolt pattern conform toREMA bpe a3
or male output drive
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™ i ors @ MODEL EM-300

Torque 150 IN/LB - 600 IN/LB

MODEL EM-300 SERIES

TORQUE —{r LOCKED ROTOR AMP MOTOR D7UTY
IN/IB NM 90° 1nsvac | 23ovac | 12woc | 2avwoc | CYAE@T5T
AC  DC
150 17 4SEC | 30004 | 057° | 029 192 8.8 “30%  100%
300 4 10SEC | 30010 | 057* | 029 19.2 8.8 “430%  100%
400 45 15SEC | 30015 | 056° 0.25 192 88 “30%  100%
600 68 30SEC | 30030 | 056* | 025 19.2 3.8 “30%  100%

* Locked rotor current for all 75% and 100% duty cycle motorsis 0.50 amp
**75% and 100% duty cyde motors are available for 115 VAC serviee
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VAL TECHNOLOGY & ENGINEERING SDN. BHD.
No. 1, Lorong Teras Jaya 3, Tanaman Perindustrian Teras Jaya,
13400 Butterworth, Penang, Malaysia.
Tel: +604-333 4119 (Hunting)Fax: +604-333 4120
Email: sales@valtech.com.my URL: www.valtech.com.my
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